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a1 b1 c1 e1 f1 s1

140 95 10 115 3,5 9

160 110 10 130 3,5 9

 A11

SK 572.1F 

SK 573.1F

IE1
IE2
IE3

71 S / L
-
-

80 S   / L
SH / LH
  -  / LP

90 S   / L
SH / LH
SP / LP

100 L   / LA
LH / AH
LP / AP

112 M 
-
-

112   - 
MH
MP

132 S   / M   /  -
SH / MH / LH
SP / MP /  -

g 145 165 183 201 228 228 266
W  B65

g1 / g1Bre 124 / 133 142 / 142 147 / 147 169 / 172 179 / 182 179 / 182 204 / 201

k / kBre 533 / 591 558 / 622 599 / 674 629 / 720 652 / 745 677 / 770 689 / 796

o / oBre 236 / 294 261 / 325 302 / 377 332 / 423 355 / 448 380 / 473 435 / 542

IEC 63 - 112 
→ B70

m / mBre 42 / 49 47 / 51 52 / 56 58 / 62 74 / 78 74 / 78 65 / 58

n / nBre 100 / 134 114 / 153 114 / 153 114 / 153 114 / 153 114 / 153 122 / 185

p / pBre 100 / 89 114 / 108 114 / 108 114 / 108 114 / 108 114 / 108 122 / 139

IE1
IE2
IE3

63 S / L
-
-

71 S / L
-
-

80 S   / L
SH / LH
  -  / LP

90 S   / L
SH / LH
SP / LP

100 L   / LA
LH / AH
LP / AP

112 M 
-
-

112     - 
MH
MP

g 130 145 165 183 201 228 228
W  B65

g1 / g1Bre 115 / 123 124 / 133 142 / 142 147 / 147 169 / 172 179 / 182 179 / 182

k / kBre 493 / 549 533 / 591 558 / 622 599 / 674 629 / 720 652 / 745 677 / 770

o / oBre 196 / 252 236 / 294 261 / 325 302 / 377 332 / 423 355 / 448 380 / 473

IEC 63 - 112
→ B71

m / mBre 16 / 23 42 / 49 47 / 51 52 / 56 58 / 62 74 / 78 74 / 78

n / nBre 100 / 134 100 / 134 114 / 153 114 / 153 114 / 153 114 / 153 114 / 153

p / pBre 100 / 89 100 / 89 114 / 108 114 / 108 114 / 108 114 / 108 114 / 108
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IE1
IE2
IE3

63 S / L
-
-

71 S / L
-
-

80 S   / L
SH / LH
  -  / LP

90 S   / L
SH / LH
SP / LP

100 L   / LA
LH / AH
LP / AP

112  M 
-
-

112  - 
MH
MP

g 130 145 165 183 201 228 228
W  B65

g1 / g1Bre 115 / 123 124 / 133 142 / 142 147 / 147 169 / 172 179 / 182 179 / 182

k / kBre 483 / 539 523 / 581 548 / 612 589 / 664 619 / 710 642 / 735 667 / 760

o / oBre 196 / 252 236 / 294 261 / 325 302 / 377 332 / 423 355 / 448 380 / 473

IEC 63 - 112 
 B71

m / mBre 16 / 23 42 / 49 47 / 51 52 / 56 58 / 62 74 / 78 74 / 78

n / nBre 100 / 134 100 / 134 114 / 153 114 / 153 114 / 153 114 / 153 114 / 153

p / pBre 100 / 89 100 / 89 114 / 108 114 / 108 114 / 108 114 / 108 114 / 108

SK 573.1F *

IE1
IE2
IE3

71 S / L
-
-

80 S   / L
SH / LH
  -  / LP

90 S   / L
SH / LH
SP / LP

100 L   / LA
LH / AH
LP / AP

112  M 
-
-

112  - 
MH
MP

132 S   / M   /  -
SH / MH / LH
SP / MP /  -

g 145 165 183 201 228 228 266
W  B65

g1 / g1Bre 124 / 133 142 / 142 147 / 147 169 / 172 179 / 182 179 / 182 204 / 201

k / kBre 523 / 581 548 / 612 589 / 664 619 / 710 642 / 735 667 / 760 689 / 796

o / oBre 236 / 294 261 / 325 302 / 377 332 / 423 355 / 448 380 / 473 435 / 542

IEC 63 - 112 
 B70

m / mBre 42 / 49 47 / 51 52 / 56 58 / 62 74 / 78 74 / 78 65 / 58

n / nBre 100 / 134 114 / 153 114 / 153 114 / 153 114 / 153 114 / 153 122 / 185

p / pBre 100 / 89 114 / 108 114 / 108 114 / 108 114 / 108 114 / 108 122 / 139

SK 572.1F *
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Adapter for mounting servo motors

	 Type     SEP...

Available adapter

Gear unit type Motor size Shaft size Cylinder Motortype Mknenn  Adaptertype

a a2 b2 e2 f2 s2 x d l o E.g.: [Nm]
372.1
572.1
672.1

373.1
573.1
673.1

120 96 80 100 4 M6 15 19 40 125
HJ96
1 FK6 04
1 FK7 04

10 Servo
100 / 160 S

372.1
572.1
672.1

373.1
573.1
673.1

165 126 110 130 4 M8 20 24 50 137
HJ116
1 FK6 06
1 FK7 06

35 Servo 
130 / 160 S

772.1 773.1 155 126 110 130 4 M8 20 24 50 151
HJ116
1 FK6 06
1 FK7 06

35 Servo
130 / 250 S

372.1
572.1
672.1

373.1
573.1
673.1

186 155 130 165 5 M10 23 32 58 152

MSK070
MSK071
1 FK6 08
1 FK7 08
HJ 155

95 Servo
165 / 160 S

772.1 773.1 186 155 130 165 5 M10 23 32 58 167

MSK070
MSK071
1 FK6 08
1 FK7 08
HJ155

95 Servo 
165 / 250 S

772.1 773.1 240 192 180 215 5 M12 45 38 80 188
MSK101
1 FK6 10
1 FK7 10

95 Servo
215 / 250 S

872.1
972.1

873.1
973.1 240 192 180 215 5 M12 24 38 80 230

MSK101
1 FK6 10
1 FK7 10

310 Servo
215 / 300 S

872.1
972.1

873.1
973.1 350 260 250 300 5 M16 26 48 82 232 1 FT6 13

1 FK7 10 310 Servo
300 / 300 S

872.1
972.1

873.1
973.1 350 260 250 300 5 M16 26 48 82 250 1 FT6 13

1 FK7 10 310 Servo
300 / 350

The coupling for servo motors is equipped with parallel keys for the servo adapter type SEP shown above. For servo 
motors without parallel keys, the servo adapter type SEK is available with a clamp coupling sleeve.

It is possible to mount a large number of other servo motor types on the IEC adapter using an intermediate flange.  
We will be pleased to process your enquiry.

The adapter for mounting servo motors are 
made ​​of cast iron.
The maximum permissible servo motor speed 
is 4000 min-1. The correct selection of the gear 
unit which is driven by a servo motor requires 
specific knowledge about the application. 
Please contact us, so that we can select the 
gear unit together.
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