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Combination 
Starters - Through 
the Door Operated

Smart and
cost effective…
for any application

Sprecher + Schuh’s through-the-door 
operated combination starters represent 
an economical alternative to the classic 
flange-operated combo solution. It is 
designed to meet rigid UL/NEC with-
stand specifications. Sprecher + Schuh 
has been building custom control pan-
els with this design for years. Experi-
ence the durability of this product!

Starting with the best
At the heart of all combination start-
ers is the Sprecher + Schuh CAT7 and 
CAT6 line of motor starters. These 
starters are compact and offer inter-
mediate sizes to better match specific 
motor requirements. This equates to 
generous wiring space and less wasted 
horsepower capacity.

Top line protection…
Combination starters are equipped 
with Sprecher + Schuh’s state of the art 
CEP7 solid state overload relay. CEP7 
solid state overload relays measure mo-
tor current directly through integrated 
current transformers and on board 
electronics (AISC). The electronics 
provide numerous advantages over elec-
tromechanical relays such as increased 
accuracy, a wider adjustment range, and 
running at a cooler temperature.

Choice of Disconnect
Choices for disconnect include: 
•	 Thermal Magnetic Molded Case 

Circuit Breaker (MCCB)
•	 Motor Circuit Switch
•	 L11/L10 fusible or non-fusible Dis-

connect switch

Thermal Magnetic Molded 
Case Circuit Breaker (MCCB)
The through-the-door operated combo 
MCCB is available to meet UL short 
circuit withstand specifications. An 
MCCB prevents single phasing by si-
multaneously opening all three phases 
when a fault occurs in any one phase. 
An MCCB can often be reset after the 
fault has been cleared.

Disconnect Switches
The through-the-door operated combo 
is available with the L11 or L10 switch. 
A mechanical door interlock system 
prevents the door from being opened 
when the disconnect is closed, and con-
versely, prevents the disconnect from 
being closed when the door is open. 
Both functions can be defeated for test 
and maintenance purposes. Other safe-
ty features include padlock provisions 
and a high visibility operating handle.

The L11/L10 Switch disconnects have 
a quick make/quick break, non-teasing 
action. The L11/L10 fusible switch is 
suitable for interrupting up to 100,000 
amperes when class “J” fuses are used. 
All L10 and L11 disconnect switches 
conform to UL 98 standards.

Choice of Enclosures
Available enclosures include;
•	 Type 1 General Purpose
•	 Type 3R Raintight
•	 Type 12 Dusttight
•	 Type 4 Watertight
•	 Type 4X corrosion resistant
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Discount Schedule A-2

Maximum Horsepower
Three Phase

MCCB 
Amps

Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
Corrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAT CAT CAT CAT
2 2 5 7.5 15 7-9-✱-◆-TB15GO	 1256 C 7-9-✱-◆-TB15DO	 1466 C2 7-9-✱-◆-TB15WO 2178 C 7-9-✱-◆-TB15CO	 1633 V1

~ 3 ~ ~ 15 7-12-✱-◆-TB15GO	 1298 C 7-12-✱-◆-TB15DO	 1508 C2 7-12-✱-◆-TB15WO 2219 C 7-12-✱-◆-TB15CO	 1675 V1

3 ~ 7.5 10 20 7-12-✱-◆-TB20GO	 1298 C 7-12-✱-◆-TB20DO	 1508 C2 7-12-✱-◆-TB20WO 2219 C 7-12-✱-◆-TB20CO	 1675 V1

~ 5 10 ~ 25 7-16-✱-◆-TB25GO	 1340 C 7-16-✱-◆-TB25DO	 1549 C2 7-16-✱-◆-TB25WO 2261 C 7-16-✱-◆-TB25CO	 1717 V1

5 ~ ~ 15 30 7-16-✱-◆-TB30GO	 1340 C 7-16-✱-◆-TB30DO	 1549 C2 7-16-✱-◆-TB30WO 2261 C 7-16-✱-◆-TB30CO	 1717 V1

5 ~ ~ 15 30 7-23-✱-◆-TB30GO	 1382 C 7-23-✱-◆-TB30DO	 1591 C2 7-23-✱-◆-TB30WO 2303 C 7-23-✱-◆-TB30CO	 1759 V1

~ 7.5 15 ~ 35 7-23-✱-◆-TB35GO	 1382 C 7-23-✱-◆-TB35DO	 1591 C2 7-23-✱-◆-TB35WO 2303 C 7-23-✱-◆-TB35CO	 1759 V1

7.5 ~ ~ ~ 40 7-30-✱-◆-TB40GO	 1508 C 7-30-✱-◆-TB40DO	 1759 C2 7-30-✱-◆-TB40WO 2429 C 7-30-✱-◆-TB40CO	 1884 V1

~ 10 20 25 50 7-30-✱-◆-TB50GO	 1508 C 7-30-✱-◆-TB50DO	 1759 C2 7-30-✱-◆-TB50WO 2429 C 7-30-✱-◆-TB50CO	 1884 V1

10 10 ~ 30 50 7-37-✱-◆-TB50GO	 1549 C 7-37-✱-◆-TB50DO	 1801 C2 7-37-✱-◆-TB50WO 2471 C 7-37-✱-◆-TB50CO	 1926 V1

~ ~ 25 ~ 60 7-37-✱-◆-TB60GO	 1549 C 7-37-✱-◆-TB60DO	 1801 C2 7-37-✱-◆-TB60WO 2471 C 7-37-✱-◆-TB60CO	 1926 V1

10 ~ ~ 30 50 7-43-✱-◆-TB50GO	 1591 C 7-43-✱-◆-TB50DO	 2010 C2 7-43-✱-◆-TB50WO 2513 C 7-43-✱-◆-TB50CO	 2178 V1

~ ~ 30 ~ 60 7-43-✱-◆-TB60GO	 1591 C 7-43-✱-◆-TB60DO	 2010 C2 7-43-✱-◆-TB60WO 2513 C 7-43-✱-◆-TB60CO	 2178 V1

~ 15 ~ ~ 70 7-43-✱-◆-TB70GO	 1591 C 7-43-✱-◆-TB70DO	 2010 C2 7-43-✱-◆-TB70WO 2513 C 7-43-✱-◆-TB70CO	 2178 V1

15 ~ 40 50 80 7-60-✱-◆-TB80GO	 1717 D3 7-60-✱-◆-TB80DO	 2136 Q 7-60-✱-◆-TB80WO 2680 Q 7-60-✱-◆-TB80CO	 2303 W2

~ 20 ~ ~ 90 7-60-✱-◆-TB90GO	 1717 D3 7-60-✱-◆-TB90DO	 2136 Q 7-60-✱-◆-TB90WO 2680 Q 7-60-✱-◆-TB90CO	 2303 W2

20 ~ 50 60 100 7-72-✱-◆-TB100GO	 1759 D3 7-72-✱-◆-TB100DO	 2680 Q 7-72-✱-◆-TB100WO 2722 Q 7-72-✱-◆-TB100CO	 2345 W2

~ 25 ~ ~ 125 7-72-✱-◆-TB125GO	 2261 D3 7-72-✱-◆-TB125DO	 2722 Q 7-72-✱-◆-TB125WO 2788 Q 7-72-✱-◆-TB125CO	 2848 W2

~ ~ ~ 60 100 7-85-✱-◆-TB100GO	 1801 D3 7-85-✱-◆-TB100DO	 3190 Q 7-85-✱-◆-TB100WO 3268 Q 7-85-✱-◆-TB100CO	 2387 W2

25 30 60 ~ 125 7-85-✱-◆-TB125GO	 2303 D3 7-85-✱-◆-TB125DO	 3692 Q 7-85-✱-◆-TB125WO 3770 Q 7-85-✱-◆-TB125CO	 2889 W2

~ 30 ~ 75 125 7-97-✱-◆-TB125GO	 2423 D3 7-97-✱-◆-TB125DO	 3812 Q 7-97-✱-◆-TB125WO 3890 Q 7-97-✱-◆-TB125CO	 3009 W2

30 ~ 75 ~ 150 7-97-✱-◆-TB150GO	 2623 D3 7-97-✱-◆-TB150DO	 4012 Q 7-97-✱-◆-TB150WO 4090 Q 7-97-✱-◆-TB150CO	 3209 W2

30 ~ 75 100 150 6-115-✱-◆-TB150GO 3853 E2 6-115-✱-◆-TB150DO 4355 R2 6-115-✱-◆-TB150WO 4523 R2 6-115-✱-◆-TB150CO 6868 X1

~ 40 ~ ~ 175 6-115-✱-◆-TB175GO 4020 E2 6-115-✱-◆-TB175DO 4550 R2 6-115-✱-◆-TB175WO 4690 R2 6-115-✱-◆-TB175CO 7035 X1

40 ~ ~ ~ 200 6-115-✱-◆-TB200GO 4020 E2 6-115-✱-◆-TB200DO 4550 R2 6-115-✱-◆-TB200WO 4690 R2 6-115-✱-◆-TB200CO 7035 X1

40 50 100 125 200 6-140-✱-◆-TB200GO 4355 G 6-140-✱-◆-TB200DO 4850 T 6-140-✱-◆-TB200WO 5025 T 6-140-✱-◆-TB200CO 7370 X1

50 ~ ~ 150 225 6-180-✱-◆-TB225GO 4858 G 6-180-✱-◆-TB225DO 5360 T 6-180-✱-◆-TB225WO 5695 T 6-180-✱-◆-TB225CO 7705 A2

~ 60 125 ~ 250 6-180-✱-◆-TB250GO 4858 G 6-180-✱-◆-TB250DO 5550 T 6-180-✱-◆-TB250WO 5695 T 6-180-✱-◆-TB250CO 7705 A2

~ ~ 150 ~ 300 6-180-✱-◆-TB300GO 5528 G 6-180-✱-◆-TB300DO 6050 T 6-180-✱-◆-TB300WO 6198 T 6-180-✱-◆-TB300CO 8040 A2

60 75 150 200 300 6-210-EI-✱-◆-TB300GO 7873 H 6-210-EI-✱-◆-TB300DO 9050 H 6-210-EI-✱-◆-TB300WO 9213 H 6-210-EI-✱-◆-TB300CO 10050 Y1

75 ~ ~ ~ 350 6-250-EI-✱-◆-TB350GO 9213 I 6-250-EI-✱-◆-TB350DO 10050 W 6-250-EI-✱-◆-TB350WO 10888 J 6-250-EI-✱-◆-TB350CO 11306 Y1

~ 100 200 250 400 6-250-EI-✱-◆-TB400GO 9213 I 6-250-EI-✱-◆-TB400DO 10575 W 6-250-EI-✱-◆-TB400WO 11250 J 6-250-EI-✱-◆-TB400CO 11306 Y1

100 ~ ~ 300 450 6-300-EI-✱-◆-TB450GO 10050 I 6-300-EI-✱-◆-TB450DO 10888 W 6-300-EI-✱-◆-TB450WO 11800 J 6-300-EI-✱-◆-TB450CO 12563 Y1

~ 125 250 ~ 500 6-300-EI-✱-◆-TB500GO 10050 I 6-300-EI-✱-◆-TB500DO 10888 W 6-300-EI-✱-◆-TB500WO 11800 J 6-300-EI-✱-◆-TB500CO 12563 Y1

125 ~ 300 400 600 6-420-EI-✱-◆-TB600GO 11223 I 6-420-EI-✱-◆-TB600DO 12060 W 6-420-EI-✱-◆-TB600WO 13400 J 6-420-EI-✱-◆-TB600CO 13735 Y1

150 175 350 ~ 700 6-420-EI-✱-◆-TB700GO 14740 J 6-420-EI-✱-◆-TB700DO 15578 J 6-420-EI-✱-◆-TB700WO 16918 J 6-420-EI-✱-◆-TB700CO 17253 Y1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAT7 & CAT6 with Thermal-Magnetic Circuit Breaker

Through-the-door Operator Combination Starters
Thermal-Magnetic Circuit Breaker (MCCB)- Series CAT

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an "R".

Price remains the same, dimensions may change. Example: CAT7-30-✱-◆-
TB50D0 becomes CAT7-30-✱-◆-TB50R0.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on page 
C86 and follow the instructions for modifying catalog numbers and list prices.

This item is available in the

ORANGE E  PRESS
3-day shipping program

See selection guide for details

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92



St
ar

te
rs

 &
 

En
cl

os
ed

 P
ro

d.

C

visit www.sprecherschuh.com/ecatalog for the most up to date informationSSNA2012

 C51

CO
M

B

Discount Schedule A-2

Maximum Horsepower
Three Phase

MCCB 
Amps

Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
Corrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAUT CAUT CAUT CAUT
2 2 5 7.5 15 7-9-✱-◆-TB15GO 1667 D3 7-9-✱-◆-TB15DO 2178 Q 7-9-✱-◆-TB15WO 2471 Q 7-9-✱-◆-TB15CO 2010 V1

~ 3 ~ ~ 15 7-12-✱-◆-TB15GO 1750 D3 7-12-✱-◆-TB15DO 2261 Q 7-12-✱-◆-TB15WO 2554 Q 7-12-✱-◆-TB15CO 2094 V1

3 ~ 7.5 10 20 7-12-✱-◆-TB20GO 1750 D3 7-12-✱-◆-TB20DO 2261 Q 7-12-✱-◆-TB20WO 2554 Q 7-12-✱-◆-TB20CO 2094 V1

~ 5 10 ~ 25 7-16-✱-◆-TB25GO 1834 D3 7-16-✱-◆-TB25DO 2345 Q 7-16-✱-◆-TB25WO 2638 Q 7-16-✱-◆-TB25CO 2178 V1

5 ~ ~ 15 30 7-16-✱-◆-TB30GO 1834 D3 7-16-✱-◆-TB30DO 2345 Q 7-16-✱-◆-TB30WO 2638 Q 7-16-✱-◆-TB30CO 2178 V1

5 ~ ~ 15 30 7-23-✱-◆-TB30GO 1918 D3 7-23-✱-◆-TB30DO 2429 Q 7-23-✱-◆-TB30WO 2722 Q 7-23-✱-◆-TB30CO 2261 V1

~ 7.5 15 ~ 35 7-23-✱-◆-TB35GO 1918 D3 7-23-✱-◆-TB35DO 2429 Q 7-23-✱-◆-TB35WO 2722 Q 7-23-✱-◆-TB35CO 2261 V1

7.5 ~ ~ ~ 40 7-30-✱-◆-TB40GO 2127 D3 7-30-✱-◆-TB40DO 2638 Q 7-30-✱-◆-TB40WO 2931 Q 7-30-✱-◆-TB40CO 2471 V1

~ 10 20 25 50 7-30-✱-◆-TB50GO 2127 D3 7-30-✱-◆-TB50DO 2638 Q 7-30-✱-◆-TB50WO 2931 Q 7-30-✱-◆-TB50CO 2471 V1

10 10 ~ 30 50 7-37-✱-◆-TB50GO 2253 D3 7-37-✱-◆-TB50DO 2764 Q 7-37-✱-◆-TB50WO 3057 Q 7-37-✱-◆-TB50CO 2596 V1

~ ~ 25 60 7-37-✱-◆-TB60GO 2253 D3 7-37-✱-◆-TB60DO 2764 Q 7-37-✱-◆-TB60WO 3057 Q 7-37-✱-◆-TB60CO 2596 V1

10 ~ ~ 30 50 7-43-✱-◆-TB50GO 2395 D3 7-43-✱-◆-TB50DO 2906 Q 7-43-✱-◆-TB50WO 3199 Q 7-43-✱-◆-TB50CO 2739 V1

~ ~ 30 ~ 60 7-43-✱-◆-TB60GO 2395 D3 7-43-✱-◆-TB60DO 2906 Q 7-43-✱-◆-TB60WO 3199 Q 7-43-✱-◆-TB60CO 2739 V1

~ 15 ~ ~ 70 7-43-✱-◆-TB70GO 2395 D3 7-43-✱-◆-TB70DO 2906 Q 7-43-✱-◆-TB70WO 3199 Q 7-43-✱-◆-TB70CO 2739 V1

15 ~ 40 50 80 7-60-✱-◆-TB80GO 2605 D3 7-60-✱-◆-TB80DO 3116 Q 7-60-✱-◆-TB80WO 3409 Q 7-60-✱-◆-TB80CO 2948 W2

~ 20 ~ ~ 90 7-60-✱-◆-TB90GO 2605 D3 7-60-✱-◆-TB90DO 3116 Q 7-60-✱-◆-TB90WO 3409 Q 7-60-✱-◆-TB90CO 2948 W2

20 ~ 50 60 100 7-72-✱-◆-TB100GO 2730 D3 7-72-✱-◆-TB100DO 3241 Q 7-72-✱-◆-TB100WO 3534 Q 7-72-✱-◆-TB100CO 3074 W2

~ 25 ~ ~ 125 7-72-✱-◆-TB125GO 3232 D3 7-72-✱-◆-TB125DO 3743 Q 7-72-✱-◆-TB125WO 4036 Q 7-72-✱-◆-TB125CO 3576 W2

~ ~ ~ 60 100 7-85-✱-◆-TB100GO 2856 D3 7-85-✱-◆-TB100DO 3367 Q 7-85-✱-◆-TB100WO 3660 Q 7-85-✱-◆-TB100CO 3199 W2

25 30 60 ~ 125 7-85-✱-◆-TB125GO 3358 D3 7-85-✱-◆-TB125DO 3869 Q 7-85-✱-◆-TB125WO 4162 Q 7-85-✱-◆-TB125CO 3701 W2

~ 30 ~ 75 125 7-97-✱-◆-TB125GO 3478 D3 7-97-✱-◆-TB125DO 3989 Q 7-97-✱-◆-TB125WO 4282 Q 7-97-✱-◆-TB125CO 3821 W2

30 ~ 75 ~ 150 7-97-✱-◆-TB150GO 3678 D3 7-97-✱-◆-TB150DO 4189 Q 7-97-✱-◆-TB150WO 4482 Q 7-97-✱-◆-TB150CO 4021 W2

30 ~ 75 100 150 6-115-✱-◆-TB150GO 5402 G 6-115-✱-◆-TB150DO 5737 T 6-115-✱-◆-TB150WO 6239 T 6-115-✱-◆-TB150CO 9087 A2

~ 40 ~ ~ 175 6-115-✱-◆-TB175GO 5569 G 6-115-✱-◆-TB175DO 5904 T 6-115-✱-◆-TB175WO 6407 T 6-115-✱-◆-TB175CO 9254 A2

40 ~ ~ 200 6-115-✱-◆-TB200GO 5569 G 6-115-✱-◆-TB200DO 5904 T 6-115-✱-◆-TB200WO 6407 T 6-115-✱-◆-TB200CO 9254 A2

40 50 100 125 200 6-140-✱-◆-TB200GO 6407 H 6-140-✱-◆-TB200DO 6742 H 6-140-✱-◆-TB200WO 7244 H 6-140-✱-◆-TB200CO 10092 Y1

50 ~ ~ 150 225 6-180-✱-◆-TB225GO 7412 H 6-180-✱-◆-TB225DO 7747 H 6-180-✱-◆-TB225WO 8249 H 6-180-✱-◆-TB225CO 11097 Y1

~ 60 125 ~ 250 6-180-✱-◆-TB250GO 7412 H 6-180-✱-◆-TB250DO 7747 H 6-180-✱-◆-TB250WO 8249 H 6-180-✱-◆-TB250CO 11097 Y1

~ ~ 150 ~ 300 6-180-✱-◆-TB300GO 7579 H 6-180-✱-◆-TB300DO 7914 H 6-180-✱-◆-TB300WO 8417 H 6-180-✱-◆-TB300CO 11264 Y1

60 75 150 200 300 6-210-EI-✱-◆-TB300GO 11264 J 6-210-EI-✱-◆-TB300DO 11599 J 6-210-EI-✱-◆-TB300WO 12102 J 6-210-EI-✱-◆-TB300CO 14279 Y1

75 ~ ~ ~ 350 6-250-EI-✱-◆-TB350GO 12939 J 6-250-EI-✱-◆-TB350DO 13274 J 6-250-EI-✱-◆-TB350WO 13777 J 6-250-EI-✱-◆-TB350CO 16624 Z1

~ 100 200 250 400 6-250-EI-✱-◆-TB400GO 12939 J 6-250-EI-✱-◆-TB400DO 13274 J 6-250-EI-✱-◆-TB400WO 13777 J 6-250-EI-✱-◆-TB400CO 16624 Z1

100 ~ ~ 300 450 6-300-EI-✱-◆-TB450GO 14949 J 6-300-EI-✱-◆-TB450DO 15284 J 6-300-EI-✱-◆-TB450WO 15787 J 6-300-EI-✱-◆-TB450CO 18634 Z1

~ 125 250 ~ 500 6-300-EI-✱-◆-TB500GO 14949 J 6-300-EI-✱-◆-TB500DO 15284 J 6-300-EI-✱-◆-TB500WO 15787 J 6-300-EI-✱-◆-TB500CO 18634 Z1

125 ~ 300 400 600 6-420-EI-✱-◆-TB600GO 17797 J 6-420-EI-✱-◆-TB600DO 18132 J 6-420-EI-✱-◆-TB600WO 18634 J 6-420-EI-✱-◆-TB600CO 21482 Z1

150 175 350 ~ 700 6-420-EI-✱-◆-TB700GO 20100 J 6-420-EI-✱-◆-TB700DO 20435 J 6-420-EI-✱-◆-TB700WO 20938 J 6-420-EI-✱-◆-TB700CO 23785 Z1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAUT7 & CAUT6 with Thermal-Magnetic Circuit Breaker

Through-the-door Operator Combination Starters - Reversing
Thermal-Magnetic Circuit Breaker (MCCB)- Series CAUT

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an "R".

Price remains the same, dimensions may change. Example: 
CAUT7-30-✱-◆-TB50D0 becomes CAUT7-30-✱-◆-TB50R0.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on page 
C86 and follow the instructions for modifying catalog numbers and list prices.

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92
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Discount Schedule A-2

Maximum Horsepower
Three Phase Fuse 

Clip
Amps

Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
Corrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAT CAT CAT CAT

2 2 5 7.5 30 7-9-✱-◆-JF61GO	 1047 C 7-9-✱-◆-JF61DO	 1382 C2 7-9-✱-◆-JF61WO 1884 Q 7-9-✱-◆-JF61CO	 1214 V1

3 3 7.5 10 30 7-12-✱-◆-JF61GO	 1089 C 7-12-✱-◆-JF61DO	 1424 C2 7-12-✱-◆-JF61WO 1926 Q 7-12-✱-◆-JF61CO	 1256 V1

5 5 10 15 30 7-16-✱-◆-JF61GO	 1131 C 7-16-✱-◆-JF61DO	 1466 C2 7-16-✱-◆-JF61WO 1968 Q 7-16-✱-◆-JF61CO	 1298 V1

5 ~ ~ 15 30 7-23-✱-◆-JF61GO	 1173 C 7-23-✱-◆-JF61DO	 1508 C2 7-23-✱-◆-JF61WO 2010 Q 7-23-✱-◆-JF61CO	 1340 V1

~ 7.5 15 ~ 60 7-23-✱-◆-JF62GO	 1256 C 7-23-✱-◆-JF62DO	 1591 C2 7-23-✱-◆-JF62WO 2094 Q 7-23-✱-◆-JF62CO	 1424 V1

7.5 10 20 25 60 7-30-✱-◆-JF62GO	 1382 C 7-30-✱-◆-JF62DO	 1717 C2 7-30-✱-◆-JF62WO 2219 Q 7-30-✱-◆-JF62CO	 1549 V1

10 10 25 30 60 7-37-✱-◆-JF62GO	 1424 C 7-37-✱-◆-JF62DO	 1759 C2 7-37-✱-◆-JF62WO 2261 Q 7-37-✱-◆-JF62CO	 1591 V1

10 ~ 30 30 60 7-43-✱-◆-JF62GO	 1466 C 7-43-✱-◆-JF62DO	 1801 C2 7-43-✱-◆-JF62WO 2303 Q 7-43-✱-◆-JF62CO	 1633 V1

~ 15 ~ ~ 100 7-43-✱-◆-JF63GO	 1884 D3 7-43-✱-◆-JF63DO	 2471 Q 7-43-✱-◆-JF63WO 2931 Q 7-43-✱-◆-JF63CO	 2303 W1

15 20 40 50 100 7-60-✱-◆-JF63GO	 2010 D3 7-60-✱-◆-JF63DO	 2596 Q 7-60-✱-◆-JF63WO 3057 Q 7-60-✱-◆-JF63CO	 2429 W2

20 25 50 60 100 7-72-✱-◆-JF63GO	 2052 D3 7-72-✱-◆-JF63DO	 2638 Q 7-72-✱-◆-JF63WO 3099 Q 7-72-✱-◆-JF63CO	 2471 W2

~ ~ ~ 60 100 7-85-✱-◆-JF63GO	 2094 D3 7-85-✱-◆-JF63DO	 2680 Q 7-85-✱-◆-JF63WO 3141 Q 7-85-✱-◆-JF63CO	 2513 W2

25 30 60 ~ 200 7-85-✱-◆-JF64GO	 2848 G 7-85-✱-◆-JF64DO	 3434 T 7-85-✱-◆-JF64WO 3894 T 7-85-✱-◆-JF64CO	 4858 X1

30 30 75 75 200 7-97-✱-◆-JF64GO	 2968 G 7-97-✱-◆-JF64DO	 3554 T 7-97-✱-◆-JF64WO 4014 T 7-97-✱-◆-JF64CO	 4978 X1

40 40 75 100 200 6-115-✱-◆-JF64GO 3853 G 6-115-✱-◆-JF64DO 4355 T 6-115-✱-◆-JF64WO 4690 T 6-115-✱-◆-JF64CO 6030 A2

40 50 100 125 200 6-140-✱-◆-JF64GO 4188 G 6-140-✱-◆-JF64DO 4690 T 6-140-✱-◆-JF64WO 5025 T 6-140-✱-◆-JF64CO 6365 A2

50 60 150 150 400 6-180-✱-◆-JF65GO 5863 H 6-180-✱-◆-JF65DO 6365 H 6-180-✱-◆-JF65WO 6700 H 6-180-✱-◆-JF65CO 8878 Y1

60 75 150 200 400 6-210-EI-✱-◆-JF65GO 7538 H 6-210-EI-✱-◆-JF65DO 8040 H 6-210-EI-✱-◆-JF65WO 8543 H 6-210-EI-✱-◆-JF65CO 10218 Y1

75 100 200 250 400 6-250-EI-✱-◆-JF65GO 9213 J 6-250-EI-✱-◆-JF65DO 9715 J 6-250-EI-✱-◆-JF65WO 10385 J 6-250-EI-✱-◆-JF65CO 12060 Y1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAT7 & CAT6 with Fusible Disconnect (J-Type) ➌➍

Through-the-door Operator Combination Starters
Fusible Disconnect - Series CAT

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an "R".

Price remains the same, dimensions may change. Example: CAT7-23-✱-◆-
JF62D0 becomes CAT7-23-✱-◆-JF62R0.

➌  Fusible combo starter uses the L11 or L10 Disconnect. Fuse clips accept “J” type 
fuses. Power fuses not supplied. 

➍	A Red and Yellow Handle may be selected instead of the standard Black handle. 
Change "JF" to "LF" in catalog number.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on page 
C86 and follow the instructions for modifying catalog numbers and list prices.

This item is available in the

ORANGE E  PRESS
3-day shipping program

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92



St
ar

te
rs

 &
 

En
cl

os
ed

 P
ro

d.

C

visit www.sprecherschuh.com/ecatalog for the most up to date informationSSNA2012

 C53

CO
M

B

Discount Schedule A-2

Maximum Horsepower
Three Phase Fuse 

Clips 
Amps

Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
Corrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAUT CAUT CAUT CAUT
2 2 5 7.5 30 7-9-✱-◆-JF61GO 1382 D3 7-9-✱-◆-JF61DO 1843 Q 7-9-✱-◆-JF61WO 2052 Q 7-9-✱-◆-JF61CO 1667 V1

3 3 7.5 10 30 7-12-✱-◆-JF61GO 1466 D3 7-12-✱-◆-JF61DO 1926 Q 7-12-✱-◆-JF61WO 2136 Q 7-12-✱-◆-JF61CO 1750 V1

5 5 10 15 30 7-16-✱-◆-JF61GO 1549 D3 7-16-✱-◆-JF61DO 2010 Q 7-16-✱-◆-JF61WO 2219 Q 7-16-✱-◆-JF61CO 1834 V1

5 ~ ~ 15 30 7-23-✱-◆-JF61GO 1633 D3 7-23-✱-◆-JF61DO 2094 Q 7-23-✱-◆-JF61WO 2303 Q 7-23-✱-◆-JF61CO 1918 V1

7.5 15 ~ 60 7-23-✱-◆-JF62GO 1717 D3 7-23-✱-◆-JF62DO 2178 Q 7-23-✱-◆-JF62WO 2387 Q 7-23-✱-◆-JF62CO 2002 V1

7.5 10 20 25 60 7-30-✱-◆-JF62GO 1968 D3 7-30-✱-◆-JF62DO 2429 Q 7-30-✱-◆-JF62WO 2638 Q 7-30-✱-◆-JF62CO 2253 V1

10 10 25 30 60 7-37-✱-◆-JF62GO 2052 D3 7-37-✱-◆-JF62DO 2513 Q 7-37-✱-◆-JF62WO 2722 Q 7-37-✱-◆-JF62CO 2337 V1

10 ~ 30 30 60 7-43-✱-◆-JF62GO 2136 D3 7-43-✱-◆-JF62DO 2596 Q 7-43-✱-◆-JF62WO 2806 Q 7-43-✱-◆-JF62CO 2420 V1

~ 15 ~ ~ 100 7-43-✱-◆-JF63GO 2806 E 7-43-✱-◆-JF63DO 3266 R 7-43-✱-◆-JF63WO 3476 R 7-43-✱-◆-JF63CO 3090 W1

15 20 40 50 100 7-60-✱-◆-JF63GO 3057 E 7-60-✱-◆-JF63DO 3518 R 7-60-✱-◆-JF63WO 3727 R 7-60-✱-◆-JF63CO 3342 W2

20 25 50 60 100 7-72-✱-◆-JF63GO 3141 E 7-72-✱-◆-JF63DO 3601 R 7-72-✱-◆-JF63WO 3811 R 7-72-✱-◆-JF63CO 3425 W2

~ ~ ~ 60 100 7-85-✱-◆-JF63GO 3224 E 7-85-✱-◆-JF63DO 3685 R 7-85-✱-◆-JF63WO 3894 R 7-85-✱-◆-JF63CO 3509 W2

25 30 60 ~ 200 7-85-✱-◆-JF64GO 3727 F 7-85-✱-◆-JF64DO 4355 T 7-85-✱-◆-JF64WO 4564 T 7-85-✱-◆-JF64CO 6859 A2

30 30 75 75 200 7-97-✱-◆-JF64GO 3967 F 7-97-✱-◆-JF64DO 4595 T 7-97-✱-◆-JF64WO 4804 T 7-97-✱-◆-JF64CO 7628 A2

40 40 75 100 200 6-115-✱-◆-JF64GO 6030 H 6-115-✱-◆-JF64DO 6658 H 6-115-✱-◆-JF64WO 6993 H 6-115-✱-◆-JF64CO R/F Y1

40 50 100 125 200 6-140-✱-◆-JF64GO 6700 H 6-140-✱-◆-JF64DO 7328 H 6-140-✱-◆-JF64WO 7663 H 6-140-✱-◆-JF64CO R/F Y1

50 60 150 150 400 6-180-✱-◆-JF65GO 9213 J 6-180-✱-◆-JF65DO 9841 J 6-180-✱-◆-JF65WO 10176 J 6-180-✱-◆-JF65CO R/F Z1

60 75 150 200 400 6-210-EI-✱-◆-JF65GO 12563 J 6-210-EI-✱-◆-JF65DO 13191 J 6-210-EI-✱-◆-JF65WO 13526 J 6-210-EI-✱-◆-JF65CO R/F Z1

75 100 200 250 400 6-250-EI-✱-◆-JF65GO 15368 J 6-250-EI-✱-◆-JF65DO 15996 J 6-250-EI-✱-◆-JF65WO 16331 J 6-250-EI-✱-◆-JF65CO R/F Z1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAUT7 & CAUT6 with Fusible Disconnect (J-Type) ➌➍

Through-the-door Operator Combination Starters - Reversing
Fusible Disconnect - Series CAUT

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an "R".  

Price remains the same, dimensions may change. Example: CAUT7-23-✱-◆-
JF62D0 becomes CAUT7-23-✱-◆-JF62R0.

➌ Fusible combo starter used the L11 or L10 Disconnect. Fuse clips accept “J” type 
fuses. Power fuses not supplied.

➍	A Red and Yellow Handle may be selected instead of the standard y and Black 
handle. Change “JF” to “LF” in catalog number.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on page 
C86 and follow the instructions for modifying catalog numbers and list prices.

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92
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Discount Schedule A-2

Maximum Horsepower
Three Phase Disc 

Size/
Amps

Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
Corrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAT CAT CAT CAT

2 2 5 7.5 30 7-9-✱-◆-JU61GO	 1005 C 7-9-✱-◆-JU61DO	 1340 C2 7-9-✱-◆-JU61WO 1843 Q 7-9-✱-◆-JU61CO	 1173 V1

3 3 7.5 10 30 7-12-✱-◆-JU61GO	 1047 C 7-12-✱-◆-JU61DO	 1381 C2 7-12-✱-◆-JU61WO 1885 Q 7-12-✱-◆-JU61CO	 1214 V1

5 5 10 15 30 7-16-✱-◆-JU61GO	 1089 C 7-16-✱-◆-JU61DO	 1424 C2 7-16-✱-◆-JU61WO 1926 Q 7-16-✱-◆-JU61CO	 1256 V1

5 7.5 15 15 30 7-23-✱-◆-JU61GO	 1131 C 7-23-✱-◆-JU61DO	 1466 C2 7-23-✱-◆-JU61WO 1969 Q 7-23-✱-◆-JU61CO	 1298 V1

7.5 ~ ~ 20 30 7-30-✱-◆-JU61GO	 1214 C 7-30-✱-◆-JU61DO	 1549 C2 7-30-✱-◆-JU61WO 2052 Q 7-30-✱-◆-JU61CO	 1382 V1

~ 10 20 25 60 7-30-✱-◆-JU62GO	 1340 C 7-30-✱-◆-JU62DO	 1675 C2 7-30-✱-◆-JU62WO 2178 Q 7-30-✱-◆-JU62CO	 1508 V1

10 10 25 30 60 7-37-✱-◆-JU62GO	 1382 C 7-37-✱-◆-JU62DO	 1717 C2 7-37-✱-◆-JU62WO 2219 Q 7-37-✱-◆-JU62CO	 1549 V1

10 15 30 30 60 7-43-✱-◆-JU62GO	 1424 C 7-43-✱-◆-JU62DO	 1759 C2 7-43-✱-◆-JU62WO 2261 Q 7-43-✱-◆-JU62CO	 1591 V1

15 ~ ~ 50 60 7-60-✱-◆-JU62GO	 1843 D3 7-60-✱-◆-JU62DO	 2429 Q 7-60-✱-◆-JU62WO 2931 Q 7-60-✱-◆-JU62CO	 2219 W2

~ 20 40 ~ 100 7-60-✱-◆-JU63GO	 1968 D3 7-60-✱-◆-JU63DO	 2680 Q 7-60-✱-◆-JU63WO 3183 Q 7-60-✱-◆-JU63CO	 2345 W2

20 25 50 60 100 7-72-✱-◆-JU63GO	 2010 D3 7-72-✱-◆-JU63DO	 2722 Q 7-72-✱-◆-JU63WO 3224 Q 7-72-✱-◆-JU63CO	 2387 W2

25 30 60 60 100 7-85-✱-◆-JU63GO	 2052 D3 7-85-✱-◆-JU63DO	 2764 Q 7-85-✱-◆-JU63WO 3266 Q 7-85-✱-◆-JU63CO	 2429 W2

30 30 ~ 75 100 7-97-✱-◆-JU63GO	 2172 D3 7-97-✱-◆-JU63DO	 2884 Q 7-97-✱-◆-JU63WO 3386 Q 7-97-✱-◆-JU63CO	 2549 W2

30 ~ 75 ~ 200 7-97-✱-◆-JU64GO	 2926 G 7-97-✱-◆-JU64DO	 3638 T 7-97-✱-◆-JU64WO 4140 T 7-97-✱-◆-JU64CO	 3303 X1

40 40 75 100 200 6-115-✱-◆-JU64GO 3685 G 6-115-✱-◆-JU64DO 4188 T 6-115-✱-◆-JU64WO 4523 T 6-115-✱-◆-JU64CO 5863 A2

40 50 100 125 200 6-140-✱-◆-JU64GO 4020 G 6-140-✱-◆-JU64DO 4523 T 6-140-✱-◆-JU64WO 4858 T 6-140-✱-◆-JU64CO 6198 A2

50 60 125 150 200 6-180-✱-◆-JU64GO 5025 G 6-180-✱-◆-JU64DO 5528 T 6-180-✱-◆-JU64WO 6198 T 6-180-✱-◆-JU64CO 7873 A2

~ ~ 150 ~ 400 6-180-✱-◆-JU65GO 5695 H 6-180-✱-◆-JU65DO 6198 H 6-180-✱-◆-JU65WO 6533 H 6-180-✱-◆-JU65CO 8710 Y1

60 75 150 200 400 6-210-EI-✱-◆-JU65GO 7370 H 6-210-EI-✱-◆-JU65DO 7873 H 6-210-EI-✱-◆-JU65WO 8375 H 6-210-EI-✱-◆-JU65CO 10050 Y1

75 100 200 250 400 6-250-EI-✱-◆-JU65GO 9045 J 6-250-EI-✱-◆-JU65DO 9547 J 6-250-EI-✱-◆-JU65WO 10217 J 6-250-EI-✱-◆-JU65CO 11892 Y1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAT7 & CAT6 with Non-Fusible Disconnect ➌➍

Through-the-door Operator Combination Starters
Non-Fusible Disconnect - Series CAT

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an 

"R".  Price remains the same, dimensions may change.	
Example: CAT7-23-✱-◆-JU61D0 becomes CAT7-23-✱-◆-JU61R0.

➌ Non-fusible combo-starter uses the L11 or L10 Non-Fusible Disconnect.
➍	A Red and Yellow Handle may be selected instead of the standard Black 

handle. Change “JU” to “LU” in catalog number.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on 
page C86 and follow the instructions for modifying catalog numbers and list prices.

This item is available in the

ORANGE E  PRESS
3-day shipping program

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92
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Discount Schedule A-2

Maximum Horsepower
Three Phase Disc 

Size/
Amps

Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
Corrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CAUT CAUT CAUT CAUT
2 2 5 7.5 30 7-9-✱-◆-JU61GO 1340 D3 7-9-✱-◆-JU61DO 1801 Q 7-9-✱-◆-JU61WO 2010 Q 7-9-✱-◆-JU61CO 1625 W1

3 3 7.5 10 30 7-12-✱-◆-JU61GO 1424 D3 7-12-✱-◆-JU61DO 1884 Q 7-12-✱-◆-JU61WO 2094 Q 7-12-✱-◆-JU61CO 1709 W1

5 5 10 15 30 7-16-✱-◆-JU61GO 1508 D3 7-16-✱-◆-JU61DO 1968 Q 7-16-✱-◆-JU61WO 2178 Q 7-16-✱-◆-JU61CO 1792 W1

5 7.5 15 15 30 7-23-✱-◆-JU61GO 1591 D3 7-23-✱-◆-JU61DO 2052 Q 7-23-✱-◆-JU61WO 2261 Q 7-23-✱-◆-JU61CO 1876 W1

7.5 ~ ~ 20 30 7-30-✱-◆-JU61GO 1675 D3 7-30-✱-◆-JU61DO 2136 Q 7-30-✱-◆-JU61WO 2345 Q 7-30-✱-◆-JU61CO 1960 W1

~ 10 20 25  60 7-30-✱-◆-JU62GO 1926 D3 7-30-✱-◆-JU62DO 2387 Q 7-30-✱-◆-JU62WO 2596 Q 7-30-✱-◆-JU62CO 2211 W1

10 10 25 30 60 7-37-✱-◆-JU62GO 2010 D3 7-37-✱-◆-JU62DO 2471 Q 7-37-✱-◆-JU62WO 2680 Q 7-37-✱-◆-JU62CO 2295 W1

10 15 30 30 60 7-43-✱-◆-JU62GO 2094 D3 7-43-✱-◆-JU62DO 2554 Q 7-43-✱-◆-JU62WO 2764 Q 7-43-✱-◆-JU62CO 2379 W2

15 ~ ~ 50 60 7-60-✱-◆-JU62GO 2764 E 7-60-✱-◆-JU62DO 3224 Q 7-60-✱-◆-JU62WO 3434 Q 7-60-✱-◆-JU62CO 3049 W2

~ 20 40 ~ 100 7-60-✱-◆-JU63GO 3015 E 7-60-✱-◆-JU63DO 3476 R 7-60-✱-◆-JU63WO 3685 R 7-60-✱-◆-JU63CO 3300 W2

20 25 50 60 100 7-72-✱-◆-JU63GO 3099 E 7-72-✱-◆-JU63DO 3559 R 7-72-✱-◆-JU63WO 3769 R 7-72-✱-◆-JU63CO 3384 W2

25 30 60 60 100 7-85-✱-◆-JU63GO 3183 E 7-85-✱-◆-JU63DO 3643 R 7-85-✱-◆-JU63WO 3853 R 7-85-✱-◆-JU63CO 3468 W2

30 30 ~ 75 100 7-97-✱-◆-JU63GO 3423 E 7-97-✱-◆-JU63DO 3883 R 7-97-✱-◆-JU63WO 4093 R 7-97-✱-◆-JU63CO 3708 W2

30 ~ 75 ~ 200 7-97-✱-◆-JU64GO 3926 F 7-97-✱-◆-JU64DO 4461 T 7-97-✱-◆-JU64WO 4763 T 7-97-✱-◆-JU64CO 4378 A2

40 40 75 100 200 6-115-✱-◆-JU64GO 5653 H 6-115-✱-◆-JU64DO 6281 H 6-115-✱-◆-JU64WO 6616 H 6-115-✱-◆-JU64CO R/F Y1

40 50 100 125 200 6-140-✱-◆-JU64GO 6323 H 6-140-✱-◆-JU64DO 6951 H 6-140-✱-◆-JU64WO 7286 H 6-140-✱-◆-JU64CO R/F Y1

50 60 125 150 200 6-180-✱-◆-JU64GO 7998 H 6-180-✱-◆-JU64DO 8626 H 6-180-✱-◆-JU64WO 8961 H 6-180-✱-◆-JU64CO R/F Y1

~ ~ 150 ~ 400 6-180-✱-◆-JU65GO 8836 J 6-180-✱-◆-JU65DO 9464 J 6-180-✱-◆-JU65WO 9799 J 6-180-✱-◆-JU65CO R/F Z1

60 75 150 200 400 6-210-EI-✱-◆-JU65GO 12186 J 6-210-EI-✱-◆-JU65DO 12814 J 6-210-EI-✱-◆-JU65WO 13149 J 6-210-EI-✱-◆-JU65CO R/F Z1

75 100 200 250 400 6-250-EI-✱-◆-JU65GO 15201 J 6-250-EI-✱-◆-JU65DO 15829 J 6-250-EI-✱-◆-JU65WO 16164 J 6-250-EI-✱-◆-JU65CO R/F Z1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CAUT7 & CAUT6 with Non-Fusible Disconnect ➌➍

Through-the-door Operator Combination Starters - Reversing
Non-Fusible Disconnect - Series CAUT

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an "R".  

Price remains the same, dimensions may change. Example: CAUT7-23-✱-◆-
JU61D0 becomes CAUT7-23-✱-◆-JU61R0.

➌ Non-fusible combo-starter uses the L11 or L10 Non-Fusible Disconnect.
➍	A Red and Yellow Handle may be selected instead of the standard Black handle. 

Change “JU” to “LU” in catalog number.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on 
page C86 and follow the instructions for modifying catalog numbers and list prices.

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92
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NEMA Sized 
Combination 
Starters - Through 
the Door Operated

Smart and
cost effective…
for any application

Sprecher + Schuh’s through-the-door 
operated combination starters represent 
an economical alternative to the classic 
flange-operated combo solution. It is 
designed to meet rigid UL/NEC with-
stand specifications. Sprecher + Schuh 
has been building custom control pan-
els with this design for years. Experi-
ence the durability of this product!

Starting with the best
At the heart of all Sprecher + Schuh 
NEMA sized combination starters is 
the CATN7 and CATN6 line of motor 
starters. Each starter proudly displays 
the NEMA size (00, 0, 1, 2, 3, 4 & 5) 
and HP at applied voltage. This line 
of starters is designed to meet rigid 
consultant specifications for NEMA 
starters.

Top line protection…
Combination starters are equipped 
with Sprecher + Schuh’s new state 
of the art CEP7 solid state overload 
relay. CEP7 solid state overload relays 
measure motor current directly through 
integrated current transformers and on 
board electronics (AISC). The elec-
tronics provide numerous advantages 
over electromechanical relays such as 
increased accuracy, a wider adjustment 
range, and running at a cooler tempera-
ture. Alternatively, the CT7N Thermal 
Overload can be utilized.

Choice of Disconnect
Choices for disconnect include: 
•	 Thermal Magnetic Molded Case 

Circuit Breaker (MCCB)
•	 L11 or L10 Fusible or Non-Fusible 

Disconnect switch

Thermal Magnetic Molded 
Case Circuit Breaker (MCCB)
The through-the-door operated combo 
MCCB is available to meet UL short 
circuit withstand specifications. An 
MCCB prevents single phasing by si-
multaneously opening all three phases 
when a fault occurs in any one phase. 
An MCCB can often be reset after the 
fault has been cleared.

Disconnect Switches
The through-the-door operated combo 
is available with the L11 or L10 switch. 
A mechanical door interlock system 
prevents the door from being opened 
when the disconnect is closed, and con-
versely, prevents the disconnect from 
being closed when the door is open. 
Both functions can be defeated for test 
and maintenance purposes. Other safe-
ty features include padlock provisions 
and a high visibility operating handle.

The L11/L10 Switch disconnects have 
a quick make/quick break, non-teasing 
action. The L11/L10 fusible switch is 
suitable for interrupting up to 100,000 
amperes when class “J” fuses are used. 
All L10 and L11 disconnect switches 
conform to UL 98 standards.

Choice of Enclosures
Available enclosures include;
•	 Type 1 General Purpose
•	 Type 3R Raintight
•	 Type 12 Dusttight
•	 Type 4 Watertight
•	 Type 4X corrosion resistant

CAN6 NEMA labeled 
contactor (AC)

CAN7 NEMA 
 labeled contactor (AC)
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CO
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B

Discount Schedule A-2

NE
M

A 
Si

ze

Maximum Horsepower
Three Phase

M
CC

B 
Am

ps

Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
C0rrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CATN CATN CATN CATN

00 1-1/2 1-1/2 2 2 15 7-12-✱-◆-TB15G0	 1298 C 7-12-✱-◆-TB15D0	 1508 C2 7-12-✱-◆-TB15W0 2219 C 7-12-✱-◆-TB15C0	 1675 V1

0
2 3 5 5 15 7-16-✱-◆-TB15G0	 1340 C 7-16-✱-◆-TB15D0	 1549 C2 7-16-✱-◆-TB15W0 2261 C 7-16-✱-◆-TB15C0	 1717 V1

3 ~ ~ ~ 20 7-16-✱-◆-TB20G0	 1340 C 7-16-✱-◆-TB20D0	 1549 C2 7-16-✱-◆-TB20W0 2261 C 7-16-✱-◆-TB20C0	 1717 V1

1

~ ~ ~ 7-1/2 15 7-37-✱-◆-TB15G0	 1549 C 7-37-✱-◆-TB15D0	 1801 C2 7-37-✱-◆-TB15W0 2471 C 7-37-✱-◆-TB15C0	 1926 V1

~ ~ 7-1/2 10 20 7-37-✱-◆-TB20G0	 1549 C 7-37-✱-◆-TB20D0	 1801 C2 7-37-✱-◆-TB20W0 2471 C 7-37-✱-◆-TB20C0	 1926 V1

~ 5 10 ~ 25 7-37-✱-◆-TB25G0	 1549 C 7-37-✱-◆-TB25D0	 1801 C2 7-37-✱-◆-TB25W0 2471 C 7-37-✱-◆-TB25C0	 1926 V1

5 ~ ~ ~ 30 7-37-✱-◆-TB30G0	 1549 C 7-37-✱-◆-TB30D0	 1801 C2 7-37-✱-◆-TB30W0 2471 C 7-37-✱-◆-TB30C0	 1926 V1

~ 7-1/2 ~ ~ 35 7-37-✱-◆-TB35G0	 1549 C 7-37-✱-◆-TB35D0	 1801 C2 7-37-✱-◆-TB35W0 2471 C 7-37-✱-◆-TB35C0	 1926 V1

7-1/2 ~ ~ ~ 40 7-37-✱-◆-TB40G0	 1549 C 7-37-✱-◆-TB40D0	 1801 C2 7-37-✱-◆-TB40W0 2471 C 7-37-✱-◆-TB40C0	 1926 V1

2

~ ~ ~ 15 30 7-43-✱-◆-TB30G0	 1591 C 7-43-✱-◆-TB30D0	 2010 C2 7-43-✱-◆-TB30W0 2513 C 7-43-✱-◆-TB30C0	 2178 V1

~ ~ 15 20 35 7-43-✱-◆-TB35G0	 1591 C 7-43-✱-◆-TB35D0	 2010 C2 7-43-✱-◆-TB35W0 2513 C 7-43-✱-◆-TB35C0	 2178 V1

10 10 20 25 50 7-43-✱-◆-TB50G0	 1591 C 7-43-✱-◆-TB50D0	 2010 C2 7-43-✱-◆-TB50W0 2513 C 7-43-✱-◆-TB50C0	 2178 V1

~ ~ 25 ~ 60 7-43-✱-◆-TB60G0	 1591 C 7-43-✱-◆-TB60D0	 2010 C2 7-43-✱-◆-TB60W0 2513 C 7-43-✱-◆-TB60C0	 2178 V1

~ 15 ~ ~ 70 7-43-✱-◆-TB70G0	 1591 C 7-43-✱-◆-TB70D0	 2010 C2 7-43-✱-◆-TB70W0 2513 C 7-43-✱-◆-TB70C0	 2178 V1

3

~ ~ ~ 30 50 7-85-✱-◆-TB50G0	 1801 D3 7-85-✱-◆-TB50D0	 3190 Q 7-85-✱-◆-TB50W0 3268 Q 7-85-✱-◆-TB50C0	 2387 W2

~ ~ 30 ~ 60 7-85-✱-◆-TB60G0	 1801 D3 7-85-✱-◆-TB60D0	 3190 Q 7-85-✱-◆-TB60W0 3268 Q 7-85-✱-◆-TB60C0	 2387 W2

~ ~ ~ 40 70 7-85-✱-◆-TB70G0	 1801 D3 7-85-✱-◆-TB70D0	 3190 Q 7-85-✱-◆-TB70W0 3268 Q 7-85-✱-◆-TB70C0	 2387 W2

15 ~ 40 50 80 7-85-✱-◆-TB80G0	 1801 D3 7-85-✱-◆-TB80D0	 3190 Q 7-85-✱-◆-TB80W0 3268 Q 7-85-✱-◆-TB80C0	 2387 W2

~ 20 ~ ~ 90 7-85-✱-◆-TB90G0	 1801 D3 7-85-✱-◆-TB90D0	 3190 Q 7-85-✱-◆-TB90W0 3268 Q 7-85-✱-◆-TB90C0	 2387 W2

20 ~ 50 ~ 100 7-85-✱-◆-TB100G0	 1801 D3 7-85-✱-◆-TB100D0	 3190 Q 7-85-✱-◆-TB100W0 3268 Q 7-85-✱-◆-TB100C0	 2387 W2

25 30 ~ ~ 125 7-85-✱-◆-TB125G0	 2303 D3 7-85-✱-◆-TB125D0	 3692 Q 7-85-✱-◆-TB125W0 3770 Q 7-85-✱-◆-TB125C0	 2889 W2

4

~ ~ ~ 60 100 6-180-✱-◆-TB100G0 4056 G 6-180-✱-◆-TB100D0 4756 T 6-180-✱-◆-TB100W0 4893 T 6-180-✱-◆-TB100C0 6903 A2

~ 30 60 75 125 6-180-✱-◆-TB125G0 4558 G 6-180-✱-◆-TB125D0 5258 T 6-180-✱-◆-TB125W0 5395 T 6-180-✱-◆-TB125C0 7405 A2

30 ~ 75 100 150 6-180-✱-◆-TB150G0 4558 G 6-180-✱-◆-TB150D0 5258 T 6-180-✱-◆-TB150W0 5395 T 6-180-✱-◆-TB150C0 7405 A2

~ 40 ~ ~ 175 6-180-✱-◆-TB175G0 4858 G 6-180-✱-◆-TB175D0 5558 T 6-180-✱-◆-TB175W0 5695 T 6-180-✱-◆-TB175C0 7705 A2

40 50 100 ~ 200 6-180-✱-◆-TB200GO 4858 G 6-180-✱-◆-TB200DO 5558 T 6-180-✱-◆-TB200W0 5695 T 6-180-✱-◆-TB200C0 7705 A2

5

~ ~ ~ 125 200 6-300-EI-✱-◆-TB200GO 8738 I 6-300-EI-✱-◆-TB200DO 9576 W 6-300-EI-✱-◆-TB200W0 10488 J 6-300-EI-✱-◆-TB200C0 11251 Y1

50 ~ ~ 150 225 6-300-EI-✱-◆-TB225GO 8738 I 6-300-EI-✱-◆-TB225DO 9576 W 6-300-EI-✱-◆-TB225W0 10488 J 6-300-EI-✱-◆-TB225C0 11251 Y1

~ 60 125 ~ 250 6-300-EI-✱-◆-TB250GO 8738 I 6-300-EI-✱-◆-TB250DO 9576 W 6-300-EI-✱-◆-TB250W0 10488 J 6-300-EI-✱-◆-TB250C0 11251 Y1

60 75 150 200 300 6-300-EI-✱-◆-TB300GO 9408 I 6-300-EI-✱-◆-TB300DO 10246 W 6-300-EI-✱-◆-TB300W0 11158 J 6-300-EI-✱-◆-TB300C0 11921 Y1

75 ~ ~ ~ 350 6-300-EI-✱-◆-TB350GO 9408 I 6-300-EI-✱-◆-TB350DO 10246 W 6-300-EI-✱-◆-TB350W0 11158 J 6-300-EI-✱-◆-TB350C0 11921 Y1

~ 100 200 ~ 400 6-300-EI-✱-◆-TB400GO 9408 I 6-300-EI-✱-◆-TB400DO 10246 W 6-300-EI-✱-◆-TB400W0 11158 J 6-300-EI-✱-◆-TB400C0 11921 Y1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CATN7 & CATN6 with Thermal-Magnetic Circuit Breaker

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Thermal-Magnetic Circuit Breaker (MCCB)- Series CATN

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an "R".

Price remains the same, dimensions may change. Example: CATN7-37-✱-◆-
TB40D0 becomes CATN7-37-✱-◆-TB40R0.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on page 
C86 and follow the instructions for modifying catalog numbers and list prices.

This item is available in the

ORANGE E  PRESS
3-day shipping program

See selection guide for details

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92
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CO
M

B

Discount Schedule A-2

NE
M

A 
Si

ze

Maximum Horsepower
Three Phase

Fu
se

 C
lip

 A
m

ps Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
Corrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CATN CATN CATN CATN

00 1-1/2 1-1/2 2 2 30 7-12-✱-◆-JF61GO	 1089 C 7-12-✱-◆-JF61DO	 1424 C2 7-12-✱-◆-JF61WO 1926 Q 7-12-✱-◆-JF61CO	 1256 V1

0 3 3 5 5 30 7-16-✱-◆-JF61GO	 1131 C 7-16-✱-◆-JF61DO	 1466 C2 7-16-✱-◆-JF61WO 1968 Q 7-16-✱-◆-JF61CO	 1298 V1

1
5 5 10 10 30 7-37-✱-◆-JF61GO	 1341 C 7-37-✱-◆-JF61DO	 1676 C2 7-37-✱-◆-JF61WO 2178 Q 7-37-✱-◆-JF61CO	 1508 V1

7-1/2 7-1/2 ~ ~ 60 7-37-✱-◆-JF62GO	 1424 C 7-37-✱-◆-JF62DO	 1759 C2 7-37-✱-◆-JF62WO 2261 Q 7-37-✱-◆-JF62CO	 1591 V1

2

~ ~ ~ 15 30 7-43-✱-◆-JF61GO	 1383 C 7-43-✱-◆-JF61DO	 1718 C2 7-43-✱-◆-JF61WO 2220 Q 7-43-✱-◆-JF61CO	 1550 V1

10 10 25 25 60 7-43-✱-◆-JF62GO	 1466 C 7-43-✱-◆-JF62DO	 1801 C2 7-43-✱-◆-JF62WO 2303 Q 7-43-✱-◆-JF62CO	 1633 V1

~ 15 ~ ~ 100 7-43-✱-◆-JF63GO	 1884 D3 7-43-✱-◆-JF63DO	 2434 Q 7-43-✱-◆-JF63WO 2931 Q 7-43-✱-◆-JF63CO	 2303 W1

3

~ ~ 30 40 60 7-85-✱-◆-JF62GO	 2052 D3 7-85-✱-◆-JF62DO	 2638 Q 7-85-✱-◆-JF62WO 3099 Q 7-85-✱-◆-JF62CO	 2471 W2

20 25 50 50 100 7-85-✱-◆-JF63GO	 2094 D3 7-85-✱-◆-JF63DO	 2680 Q 7-85-✱-◆-JF63WO 3141 Q 7-85-✱-◆-JF63CO	 2513 W2

25 30 ~ ~ 200 7-85-✱-◆-JF64GO	 2848 G 7-85-✱-◆-JF64DO	 3434 T 7-85-✱-◆-JF64WO 3894 T 7-85-✱-◆-JF64CO	 4858 X1

4
~ ~ ~ 60 100 6-180-✱-◆-JF63GO 4296 G 6-180-✱-◆-JF63DO 4800 T 6-180-✱-◆-JF63WO 5460 T 6-180-✱-◆-JF63CO 7144 A2

40 50 100 100 200 6-180-✱-◆-JF64GO 5193 G 6-180-✱-◆-JF64DO 5696 T 6-180-✱-◆-JF64WO 6366 T 6-180-✱-◆-JF64CO 8041 A2

5
~ ~ ~ 125 200 6-300-✱-◆-JF64GO 8108 H 6-300-✱-◆-JF64DO 8610 H 6-300-✱-◆-JF64WO 9280 H 6-300-✱-◆-JF64CO 10955 Y1

75 100 200 200 400 6-300-✱-◆-JF65GO 9408 J 6-300-✱-◆-JF65DO 9910 J 6-300-✱-◆-JF65WO 10580 J 6-300-✱-◆-JF65CO 12255 Y1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CATN7 & CATN6 with Fusible Disconnect (J-Type) ➌➍

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Fusible Disconnect - Series CATN

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an "R".

Price remains the same, dimensions may change. Example: CATN7-16-✱-◆-
JF61D0 becomes CATN7-16-✱-◆-JF61R0.

➌  Fusible combo starter uses the L11 or L10 Disconnect. Fuse clips accept “J” type 
fuses. Power fuses not supplied. 

➍	A Red and Yellow Handle may be selected instead of the standard Black handle. 
Change "JF" to "LF" in catalog number.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on page 
C86 and follow the instructions for modifying catalog numbers and list prices.

This item is available in the

ORANGE E  PRESS
3-day shipping program

See selection guide for details

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92
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CO
M

B

Discount Schedule A-2

NE
M

A 
Si

ze

Maximum Horsepower
Three Phase

Di
sc

 S
iz

e/
Am

ps Type 1 (M1)
General
Purpose

D
I

M

Type 12 (M12)
[Type 3R (M3) ➋]
Industrial
Dusttight

D
I

M

Type 4 (M4)
Watertight

D
I

M

Type 4X (F4)
Watertight
Corrosion Resistant
Non-metallic

D
I

M

200V 230V 460V 575V Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊ Catalog No. Price ➊

CATN CATN CATN CATN

00 1-1/2 1-1/2 2 2 30 7-12-✱-◆-JU61GO	 1047 C 7-12-✱-◆-JU61DO	 1381 C2 7-12-✱-◆-JU61WO 1885 Q 7-12-✱-◆-JU61CO	 1214 V1

0 3 3 5 5 30 7-16-✱-◆-JU61GO	 1089 C 7-16-✱-◆-JU61DO	 1424 C2 7-16-✱-◆-JU61WO 1926 Q 7-16-✱-◆-JU61CO	 1256 V1

1
5 7-1/2 10 10 30 7-37-✱-◆-JU61GO	 1256 C 7-37-✱-◆-JU61DO	 1591 C2 7-37-✱-◆-JU61WO 2093 Q 7-37-✱-◆-JU61CO	 1423 V1

7-1/2 ~ ~ ~ 60 7-37-✱-◆-JU62GO	 1382 C 7-37-✱-◆-JU62DO	 1717 C2 7-37-✱-◆-JU62WO 2219 Q 7-37-✱-◆-JU62CO	 1549 V1

2
~ ~ 15 15 30 7-43-✱-◆-JU61GO	 1298 C 7-43-✱-◆-JU61DO	 1633 C2 7-43-✱-◆-JU61WO 2135 Q 7-43-✱-◆-JU61CO	 1465 V1

10 15 25 25 60 7-43-✱-◆-JU62GO	 1424 C 7-43-✱-◆-JU62DO	 1759 C2 7-43-✱-◆-JU62WO 2261 Q 7-43-✱-◆-JU62CO	 1591 V1

3
15 ~ 30 40 60 7-85-✱-◆-JU62GO	 1927 D3 7-85-✱-◆-JU62DO	 2639 Q 7-85-✱-◆-JU62WO 3141 Q 7-85-✱-◆-JU62CO	 2304 W2

25 30 50 50 100 7-85-✱-◆-JU63GO	 2052 D3 7-85-✱-◆-JU63DO	 2764 Q 7-85-✱-◆-JU63WO 3266 Q 7-85-✱-◆-JU63CO	 2429 W2

4 40 50 100 100 200 6-180-✱-◆-JU64GO 5025 G 6-180-✱-◆-JU64DO 5528 T 6-180-✱-◆-JU64WO 6198 T 6-180-✱-◆-JU64CO 7873 A2

5
50 60 125 150 200 6-300-✱-◆-JU64GO 7940 H 6-300-✱-◆-JU64DO 8442 H 6-300-✱-◆-JU64WO 9112 H 6-300-✱-◆-JU64CO 10787 Y1

75 100 200 200 400 6-300-✱-◆-JU65GO 9240 J 6-300-✱-◆-JU65DO 9742 J 6-300-✱-◆-JU65WO 10412 J 6-300-✱-◆-JU65CO 12087 Y1

Larger sizes available. Contact your Sprecher + Schuh representative.

Series CATN7 & CATN6 with Non-Fusible Disconnect ➌➍

NEMA Sized Through-the-door Operator Combination Starters
Non-Reversing Non-Fusible Disconnect - Series CATN

➊ Dimensional information starts on page C108.
➋ For M3-Type 3R outdoor applications, replace "D" in catalog number with an 

"R".  Price remains the same, dimensions may change.	
Example: CATN7-16-✱-◆-JU61D0 becomes CATN7-16-✱-◆-JU61R0.

➌ Non-fusible combo-starter uses the L11 or L10 Non-Fusible Disconnect.
➍	A Red and Yellow Handle may be selected instead of the standard Black 

handle. Change “JU” to “LU” in catalog number.

NOTE: Catalog numbers, list prices and enclosure dimensions reflect contactors 
with AC coils. For DC coils, select Coil Code from the DC Coil Code table on 
page C86 and follow the instructions for modifying catalog numbers and list prices.

This item is available in the

ORANGE E  PRESS
3-day shipping program

See selection guide for details

Ordering Instructions
Specify Catalog Number
Replace (Q) with Coil Code
Replace (◆) with O/L Relay
Factory Modifications available

See page C86 
See pages C87-C88
See pages C89-C92
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Notes

NEMA Sized Combination Starters
Series CATN




